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January 23, 2014 
 
Mr. Michael Farabee  
New Orleans District 
Regulatory Branch 
US Army Corps of Engineers 
7400 Leake Avenue 
New Orleans, LA 70118-3651  
 
Re: Department of the Army Permit Request 
 Helis Oil & Gas Company 
 Proposed Drillsite & Structures 
 Eads Poitevent No. 1 Well 
 Section 34, T7S – R12E   
 St. Tammany Parish, Louisiana 
 
 
Dear Mr. Farabee: 
 
On behalf of Helis Oil & Gas Company, please find the enclosed Department of the Army Permit 
application and a set of permit drawings for the above referenced project. Fenstermaker is requesting a 
Corps of Engineers Permit. Please note that Fenstermaker has requested a Jurisdictional Determination 
(JD) on this project, and is currently being processed by Mr. Michael J. Windham. 
 
Please feel free to contact me (337) 237-2200 or by email at nicholas@fenstermaker.com if you have 
any questions.  
 
Sincerely, 
 
Fenstermaker 

 
 
Nicholas Gaspard 
Sr. Environmental Specialist  
 
 
Enclosures 
 
 

http://www.fenstermaker.com/
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TYPICAL CROSS-SECTION OF DRILLSITE

No Scale

NOTES - DRY HOLE SCENARIO

1. The boards will be removed from the access road and drill pad.

2. The drill site and ring levees will be degraded within 90 days following

     abandonment. The levee material will be deposited, to the maximum

     extent practicable, into the borrow areas from which the material was

     excavated and the area will be leveled to as near pre-project

     conditions  as practicable.

3. The drill pad site will be allowed to naturally re-vegetate.

NOTES - PRODUCTIVE WELL SCENARIO

1. The boards will be removed from the drill site and access road.

 The drill  site will be reduced to the minimum area required for

 production and rock/gravel or other suitable permitizing material

 will be deposited on the drill site and access road.

2. The ring levees will be degraded and the material will be deposited,

 to the  maximum extent practicable, into the borrow areas from

 which the material  was excavated and the area will be leveled

 to as near pre-project conditions

 as practicable.

                                                         NOTES:

1. Material for drillsite levees will be taken from within the leveed perimeter.

2. Closure procedures, including onshore land treatment and/or offsite disposal of mud pit

    contents and other drilling residues, shall be conducted in accordance with appropriate

    Federal and State Regulations.

3. All structures, facilities, well and pipelines/flowlines occurring in open water areas or in oilfield

permitted use unless prior  written approval to leave such structures in place is received from the

Coastal Management Division. This condition does not preclude the necessity  for revising the

current permit or obtaining a separate Coastal Use Permit,  should one be required, for such

 4.  In order to ensure the safety of all parties, the permittee shall contact the Louisiana ONE

CALL System (1-800-272-3020), a minimum of 48 hours prior to the commencement of any

excavation (Digging, Dredging, Jetting, etc.) or demolition activity.

canals or slips shall be removed within 120 days of abandonment of the facilities for the herein

DISCLAIMER:  At this time, C.H. Fenstermaker & Associates, LLC has not performed nor was asked to perform

any type of engineering, hydrological modeling, flood plain, or "No Rise" certification analyses, including but not

limited to determining whether the project will impact flood hazards in connection with federal/FEMA, state, and/or

local laws, ordinances and regulations.  Accordingly, Fenstermaker makes no warranty or representation of any

kind as to the foregoing issues, and persons or entities using this information shall do so at their own risk.

FILL REQUIRED FOR DRILLSITE IN WETLANDS. . . . . . . . . . . . . . . .  28,763 CU. YDS.

TOTAL IMPACTS OF DRILLSITE IN WETLANDS. . . . . . . . . . . .  . . . . . .  ±9.26 ACRES

TOTAL IMPACTS OF DRILLSITE . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . ±10.35 ACRES

TOTAL FILL REQUIRED FOR DRILLSITE. . . . . . . . . . . .  . . . . . . . . . .  33,400 CU. YDS.
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TYPICAL CROSS-SECTION OF DRILLSITE
No Scale

NOTES - DRY HOLE SCENARIO
1. The boards will be removed from the access road and drill pad.
2. The drill site and ring levees will be degraded within 90 days following
     abandonment. The levee material will be deposited, to the maximum
     extent practicable, into the borrow areas from which the material was
     excavated and the area will be leveled to as near pre-project
     conditions  as practicable.
3. The drill pad site will be allowed to naturally re-vegetate.

NOTES - PRODUCTIVE WELL SCENARIO
1. The boards will be removed from the drill site and access road.
 The drill  site will be reduced to the minimum area required for
 production and rock/gravel or other suitable permitizing material
 will be deposited on the drill site and access road.
2. The ring levees will be degraded and the material will be deposited,
 to the  maximum extent practicable, into the borrow areas from
 which the material  was excavated and the area will be leveled
 to as near pre-project conditions
 as practicable.

      NOTES:
1. Material for drillsite levees will be taken from within the leveed perimeter.
2. Closure procedures, including onshore land treatment and/or offsite disposal of mud pit
    contents and other drilling residues, shall be conducted in accordance with appropriate
    Federal and State Regulations.

3. All structures, facilities, well and pipelines/flowlines occurring in open water areas or in oilfield

permitted use unless prior  written approval to leave such structures in place is received from the
Coastal Management Division. This condition does not preclude the necessity  for revising the
current permit or obtaining a separate Coastal Use Permit,  should one be required, for such

 4.  In order to ensure the safety of all parties, the permittee shall contact the Louisiana ONE
CALL System (1-800-272-3020), a minimum of 48 hours prior to the commencement of any
excavation (Digging, Dredging, Jetting, etc.) or demolition activity.

canals or slips shall be removed within 120 days of abandonment of the facilities for the herein

DISCLAIMER:  At this time, C.H. Fenstermaker & Associates, LLC has not performed nor was asked to perform
any type of engineering, hydrological modeling, flood plain, or "No Rise" certification analyses, including but not
limited to determining whether the project will impact flood hazards in connection with federal/FEMA, state, and/or
local laws, ordinances and regulations.  Accordingly, Fenstermaker makes no warranty or representation of any
kind as to the foregoing issues, and persons or entities using this information shall do so at their own risk.

FILL REQUIRED FOR DRILLSITE IN WETLANDS. . . . . . . . . . . . . . . . . . . . . . . . . . . . .  28,763 CU. YDS.
FILL REQUIRED FOR ACCESS WING. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 190 CU YDS.
TOTAL IMPACTS OF DRILLSITE IN WETLANDS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  ±9.26 ACRES
TOTAL IMPACTS OF DRILLSITE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ±10.35 ACRES

TOTAL FILL REQUIRED FOR DRILLSITE. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . .  33,400 CU. YDS.
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IMPACTS OF BYPASSES, WING, AND GUARD SHACK IN WETLANDS. . . . . . . . . . . . . . ±0.20 ACRES
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