	SAFETY INSPECTION FOR MISCELLANEOUS EQUIPMENT

U.S. Army Engineer District, New Orleans
	Date of Inspection:

	Contractor or Unit
	Contract No. Or Activity

	Inspected by (Signature)
	Witness (Signature)


	TREE WORK, MAINTENANCE OR REMOVAL OPERATIONS
NOTE:  Safety and Health Requirements Manual (EM385-1-1 (Nov 03)) references in parentheses.
	Yes
	No
	N/A

	 1.  Are all chain saws in sound mechanical condition and inspected daily?  (31.A.04)
	
	
	

	 2.  Are saws started more than 10 feet from fuel containers?  (13.F.04)
	
	
	

	 3.  Are saws off when fueled and away from hot surfaces or near open flame?  (13.F.04)
	
	
	

	 4.  Is eye, ear, hand, foot, and leg protection provided?  (13.F.03)
	
	
	

	 5.  Is the chain saw used to cut above shoulder height?  (13.F.06)
	
	
	

	 6.  Has the area been cleared of hazards (i.e. brush, felled trees, etc.) prior to cutting?  (31.D.01)
	
	
	

	 7.  Do all chain saws have an automatic chain brake or kickback device?  (13.F.01)
	
	
	

	 8.  Is tree removal, trimming, or repair under the supervision of a qualified tree worker?  (31.A.01)
	
	
	

	 9.  Are tree workers wearing saddles, safety belts, safety straps and/or lanyards?  (31.B.02)
	
	
	

	10.  Are tree workers hands free of tools or other items when climbing?  (31.B.07)
	
	
	

	11.  Are brush chippers operated and maintained in accordance with manufacturer's recommendations?  (31.D.03)
	
	
	

	12.  Are climber spurs of the tree climbing type?  (31.B.01(a)) 
	
	
	

	13.  Are pole pruners, pole saws, and other similar tools equipped with wood or nonmetallic handles?  (31.E.01(a)) 
	
	
	

	REMARKS:
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